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~ CRANE VALVE TERMS AND CONDITIONS

FLOWSEAL, CENTER LINE, AUTOMATION AND DUO CHEK

CONFIDENTIALITY

The information contained in this document is confidential. Failure on the part of a Distributor to exercise proper control
over this information could result in termination of the Distributor as a sales agent.

These terms and conditions are effective April 1, 2001 and supersede all previously published. They are
subject to change without notice.

Valves: $200 Minimum Net Order Value
Parts: $50 Minimum Net Order Value
FREIGHT

(1) All orders shipped F.0.B. Shipping Point.

(2) Individual orders will be shipped surface freight to one location in the continental United States full freight allowed
according to the following schedule:

Minimum Order Value
Center Line or Duo Chek $5,000

Flowseal, Automation or any combination of products $10,000

PAYMENT TERMS
2% 10 Days, Net 30 Days.

CRANE VALVE * 3201 Walnut Avenue * Long Beach, California 90807 * (562) 426-2531 * FAX (562) 490-9546




~  CRANEVALVE TERMS AND CONDITIONS

e

FLOWSEAL, CENTER LINE, AUTOMATION AND DUO CHEK

INVENTORY REVIEW AND EXCHANGE

(1) Crane Valve Sales Managers will review Distributor inventory movement once per year and arrange
authorization for an exchange of all non-moving Crane Valve product up to five percent (5%) of normally
repetitive sales.

(2) Material that is being exchanged must be in the current published price sheet and is subject to a fifteen
percent (15%) restocking charge with freight to be prepaid by the returning Distributor.

(3) Minimum return allowable under this policy is $1,000 net. '

(4) Any exchange over ten percent (10%) of normally repetitive sales of product listed in the current published
price sheet will carry a thirty five percent (35%) restocking charge.

(5) Product to be returned under this policy shall be in new, unused, and saleable condition.

(1) Products that are modified are non-cancelable and non-returnable.

(2) All parts are non-returnable.

(3) Crane Valve cannot accept return of any product unless written permission has first been obtained from Crane Valve
by the Distributor.

(4) Standard products not covered in the Inventory Review and Exchange Policy that are to be returned must be
in new, unused, and saleable condition. Allowable credit will be issued only after inspection of product at the factory.

(5) The return of any product will be at the discretion of Crane Valve.

(6) Standard restocking fee is thirty five percent (35%).

(7) Return freight must be prepaid by the Distributor.

(8) Actuators, levers, and gear operators originally assembled with valves may not be returned without the valves on

VR which they were mounted.

(9) All returned product must be labeled clearly with the Crane Valve Return Goods Number on the outside of the

shipping package. i

ERRORS AND SHORTAGES
(1) No claims for shortages, receipt of incorrect product, or for clerical or other errors will be allowed unless reported in
writing no later than seven (7) days after the Distributor's receipt of product. Issuance of credit is dependent upon
Crane Valve approval.

CRANE VALVE * 3201 Walnut Avenue * Long Beach, California 90807 * (562) 426-2531 * FAX (562) 490-9546




FLOWSEAL:

SOFT SEAT - WAFER - CS BODY
17-4PH SHAFT

SOFT SEAT - CLASS 150 (1) - WAFER STYLE (W) - CARBON STEEL BODY (1)
316 SS DISC(2), 17-4 PH SHAFT(1), PTFE SEAT(T), PTFE PACKING(T), GLASS BACKED PTFE BEARINGS(G)

“NONE (B)

121TTGH HANDLE (H)| 874 674 | e74 | 95 | ta3de o} 136 ] dBie
121TTG-3 GEAR (3) 1,071 1,071 1,071 1,182 1,531 1,531 1,959

B NONE 3.192 4321 5365 | 8941 | 10767 | 12.819 | 17.521

36,417 | 55420 87,084 49,85
121TTG-3 GEAR 3505 | 5011 | 7101 | 9677 | 11503 | 14066 | 20142 | 40563 | 59656 | 97313 | 160,502

SOFT SEAT - CLASS 300 (3)

121TTG-B NONE 862 862 862 1,080 1,502 1,502

121TTG-3 GEAR 1,123 1123 | 1423 ) 1341 | d7e4 1,764

121TTG-B NONE 2,796 3,786 5,290 10,144 | 12,460 16,298 21,814 | 28,298 55,015
1217163 GEAR 3057 | 445 | 5950 | 10880 | 13671 | 24360 | 24360 | 32324 | 62550

SOFT SEAT - CLASS 600 (6)

4,045 6,033 21,993 33,297

121TTG-B 1,617 1,657 1,657 _
""" | 05250 | 38165

121TTG-3 ‘GEAR l2iza ] 2184 | 2084 | omior | NA

NOTES: .

(1) Hand Levers are not recommended for use with Class 150 Soft Seat Valves larger than 8" and

Class 300 larger than 6" sizes. Hand Levers are not recommended for use with Class 600 Valves.

(2) Note - that the RTFE seat is preferred to the TFE seat for the higher pressures associated with Class 600 valves -
and should be considered where a shutoff pressure exceeds 1000 psi. RTFE price adders appear on Pages 22 & 23.
(3) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 4



FLOWSEAL:

SOFT SEAT - LUG - CS BODY
17-4PH SHAFT

SOFT SEAT - CLASS 150 (1) - LUG STYLE (L) - CARBON STEEL BODY (1)

316 SS DISC(2), 17-4 PH SHAFT(1), PTFE SEAT(T), PTFE PACKING(T), GLASS BACKED PTFE BEARINGS(G)

NE (B) _1 271 -
121TTGH =0 e -EE. 2

121TTG-3

GEAR (3>)H ‘

~ 2res | None |

1217163

NOTES:

(1) Hand Levers are not recommended for use with Class 150 Soft Seat Valves larger than 8" and

Ciass 300 larger than 6" sizes. Hand Levers are not recommended for use with Class 600 Valves.

(2) Note - that the RTFE seat is preferred to the TFE seat for the higher pressures associated with Class 600 valves -
and should be considered where a shutoff pressure exceeds 1000 psi. RTFE price adders appear on Pages 22 & 23.
(3) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 5



FLOWSEAL:

SOFT SEAT - WAFER - SS BODY
17-4PH SHAFT

SOFT SEAT - CLASS 150 (1) - WAFER STYLE (W) - STAINLESS STEEL BODY (2)
316 SS DISC(2), 17-4 PH SHAFT(1), PTFE SEAT( IG(T KED PTFE BEARINGS(G)

G-

NOTES:

(1) Hand Levers are not recommended for use with Class 150 Soft Seat Valves larger than 8" and

Class 300 larger than 6" sizes. Hand Levers are not recommended for use with Class 600 Valves.

(2) Note - that the RTFE seat is preferred to the TFE seat for the higher pressures associated with Class 600 valves -
and should be considered where a shutoff pressure exceeds 1000 psi. RTFE price adders appear on Pages 22 & 23.
(3) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 6



FLOWSEAL:

SOFT SEAT - LUG - SS BODY
17-4PH SHAFT

SOFT SEAT - CLASS 150 (1) - LUG STYLE (L) - STAINLESS STEEL BODY (2)

2217T1G-3

NOTES:

(1) Hand Levers are not recommended for use with Class 150 Soft Seat Valves larger than 8" and

Class 300 larger than 6" sizes. Hand Levers are not recommended for use with Class 600 Valves.

(2) Note - that the RTFE seat is preferred to the TFE seat for the higher pressures associated with Class 600 valves -
and should be considered where a shutoff pressure exceeds 1000 psi. RTFE price adders appear on Pages 22 & 23.
(3) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 7



FLOWSEAL:

SOFT SEAT - WAFER - SS BODY
316SS / NITRONIC 50 SHAFT

SOFT SEAT - CLASS 150 (1) - WAFER STYLE (W) - STAINLESS STEEL BODY (2)
316 SS DISC(2), 316 SS SHAFT(2), PTFE SEAT(T), PTFE PACKING(T), GLASS BACKED PTFE BEARINGS(G)

SOFT SEAT - CLASS 300 (3)
PTFE PACKING(

SOFT SEAT - CLASS 600 (6)
316 SS DISC(2), NITRONIC 50 SHAFT(0), PTFE SEAT(T), PTFE PACKING(

NOTES:
(1) Valves with 316 SS shafts are rated to 150 psi max. differential pressure for Class 150 ANSI rated valves
and 300 psi and 600 psi for Class 300 and Class 600 rated valves respectively.
Consult the factory with details for any marginal applications.
(2) Hand Levers are not recommended for use with Class 150 Soft Seat Valves larger than 8" and
Class 300 larger than 6" sizes. Hand Levers are not recommended for use with Class 600 Valves.
(3) Note - that the RTFE seat is preferred to the TFE seat for the higher pressures associated with Class 600 valves -
and should be considered where a shutoff pressure exceeds 1000 psi. RTFE price adders appear on Pages 22 & 23.
(4) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 8



FLOWSEAL:

SOFT SEAT - LUG - SS BODY
316SS / NITRONIC 50 SHAFT

SOFT SEAT - CLASS 150 (1) - LUG STYLE (L) - STAINLESS STEEL BODY (2)
316 SS DISC(2), 316SS SHAFT(2), PTFE SEAT(T), PTFE PACKING(T), GLASS BACKED PTFE BEARINGS(G)

tOF

222TTG-B NONE (B

222TTGH HANDLE (H)| 1,576 1576. | 1576 | 1904 | 3081 aosa | dadr
222TTG-3 GEAR (3) 1173 1,773 1,773 2,101 3,266 3,268 4,457

18

222TTG B NONE | 5.926 7863 | 11750 | 14061 | 18,674 | 24659 | 235328 | 56418 | 77,152 | 104,248 | 173,917

229TTG3 "GEAR 6,239 5553 | 12486 | 14797 | 19410 | 25906 | 37949 | 60563 | 81207 | 113318 | 184,259

SOFT SEAT - CLASS 300 (3)
NITRONIC 50 SHAFT(0), PTFE SEAT(T

GLASS BACKED PTFE BEARINGS(G)

220TTG-B NONE 1,778 1,778 1,785 2,020
220TTG-3 GEAR | 2038 | 2038 | 2046 | 2280 |

220TTG-B NON 5,601 9,292 13,034 | 22,204 | 24436 | 319923 | 42,121 59,785 90,326
220TTG-3 GEAR | 5862 | 9962 | 13703 | 22941 | 25648 | 234469 | 44667 | 63812 | 99556
L) A ok bUU 0
0 1) RO 0 A 0 = A D D A 7 B A DP B AR
. 220TTG-B NONE 2,797 2,797 2,797 3,334 N/A 6,063 8,155 12,909 22,003 29,794 66,428
| 220TTG-3 GEAR 3331 | 3331 | 3331 | a3ses | NA | 8597 | 9s2r | 14319 | 24355 | 321446 | 71553
NOTES:

(1) Valves with 316 SS shafts are rated to 150 psi max. differential pressure for Class 150 ANSI rated valves

and 300 psi and 600 psi for Class 300 and Class 600 rated valves respectively.

Consult the factory with details for any marginal applications.

(2) Hand Levers are not recommended for use with Class 150 Soft Seat Valves larger than 8" and

Class 300 larger than 6" sizes. Hand Levers are not recommended for use with Class 600 Valves.

(3) Note - that the RTFE seat is preferred to the TFE seat for the higher pressures associated with Class 600 valves -
and should be considered where a shutoff pressure exceeds 1000 psi. RTFE price adders appear on Pages 22 & 23.
(4) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 9



FLOWSEAL:

FIRE FLOW - WAFER - CS BODY
17-4PH SHAFT

" FIRE-FLOW - CLASS 150 (1) - WAFER STYLE (W) - CARBON STEEL BODY (1)

316 SS/ENP DISC(9), 17-4 PH SHAFT(1), TFE & INCONEL SEAT(F), FIRE-FLOW PACKING(F), GARFIL & 316SS BEARINGS(F)

IE-"EI
' 191FFFH ]
191FFF-3

191FFF-3 , 2 , 3 B i g 108,126

mmmm
:

NOTES:

(1) Hand Levers are not recommended for use with Class 150 and 300 valves larger than 6".
Hand Levers are not recommended for use with Class 600 Valves.

(2) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 18T. 2001
(SUPERSEDES: 8-1-95) PAGE 10



FLOWSEAL:

FIRE FLOW - LUG - CS BODY
17-4PH SHAFT

FIRE-FLOW - CLASS 150 (1) - LUG STYLE (L) - CARBON STEEL BODY (1)
3SSfP DISC(9), 17-4 PH SH

_ Actuato .
191FFF-B NONE (B) 1,369 1,369 1,369 1,692 2,541 2,541 3,382
191FFF-H HANDLE (H)| 1440 | 1440 | 1440 | 1763 | 2624 | 2624 | NA
191FFF-3 GEAR (3) 1,637 1,637 1,637 1,960 2,809 2,809 3,650

181,155

. 44,199 1
192,985

28,992 48,344

191FFF-B
191FFF-3 GEAR

O

191FFF-B

191FFF-H HANDLE 1,613 1,613 1,613 1,860 2,861 2,861

191FFF-3 GEAR 1810 ] 1810 1 1e0 | 2057 | 3002 | 300z

191FFF-B NONE 3,977 5,981 8,495 13,825 15,553 20,160 26,021 36,070 68,394
191FFF-3 GEAR 4340 | 6670 9183 | 14582 | 16,799 22780 | 28841 | 40214 | 62,169

191FFF-B NONE B 16,580 27,780
i 191FFF-3 GEAR NA NA | 3488 | 5028 | NA | 7401 13710 | 17920 | 21434 | 29,725 46,300
NOTES:

(1) Hand Levers are not recommended for use with Class 150 and 300 valves larger than 6".
Hand Levers are not recommended for use with Class 600 Valves.
(2) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 11



FLOWSEAL:

FIRE FLOW - WAFER - SS BODY
17-4PH SHAFT

FIRE-FLOW - CLASS 150 (1) - WAFER STYLE (W) - STAINLESS STEEL BODY (2)
ARFIL & 3165S BEARINGS(F)

291FFF-H
291FFF-3

.

291FFF-3 GEAR 6,038 7,814 , : , . , , 118918 | 195532

FIRE-FLOW - CLASS 3“00 (3)

mmmm

-m:m
291FFF-3

291FFF-3

NOTES:

(1) Hand Levers are not recommended for use with Class 150 and 300 valves larger than 6"
Hand Levers are not recommended for use with Class 600 Valves.

(2) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 12



FLOWSEAL:

FIRE FLOW - LUG - SS BODY
17-4PH SHAFT

FIRE-FLOW - CLASS 150 (1) - LUG STYLE (L) - STAINLESS STEEL BODY (2)
316 SSIENP DISC(9), 17-4 PH SHAFT(1), TFE & INCONEL SEAT(F), FIRE-FLOW PACKING(F), GARFIL & 316SS BEARINGS(F)

291FFF-B NONE (B) ; 3,547
291FFF-H HANDLE (H) 1,838 e e e T 328 | NA
291FFF-3 GEAR (3) 2,030 2,030 2,030 2,465 3,808 3,808 5,042

T - s " i 5 - e —

| Actuat

NONE 6628 | 8767 | 12650 | 15414 19,876 25,529 34817 | 72,108 | 90,742 115,442 192,686

291FFF-B

291FFF-3 GEAR 6,932 9,437 13,365 | 16,219 | 20,591 | 26,739 | 37,363 | 76,135 | 94768 125520 | 204,177
= B A 0(

291FFF-B NONE 2053 | 2053 | 2053 | 2300 | 4044 | 4044

291FFF-H HANDLE 2,123 2,123 2,123 2,471 4,172 4172

291FFF-3 GEAR 2321 | 2agyi | oieaei ligees | 4312 | 4312

291FFF-B NONE 6,808 11,991 14,619 22,054 25,744 34,804 45,009 62,365 89,401

291FFF-3 GEAR 7076 | 12681 | 15300 | 22812 | 26990 | ar4p5 | 47630 | 66510 | 97664
' U A oU0U (b
© FigireNo. | | Actuator | 9% 1 iose e ! | 2 i 16
291FFF-B NONE N/A N/A 2,274 3,185 N/A 6,182 14212 | 21,379 28,469 35,826 74,391
{  291FFF3 GEAR | N NA | 2809 | 3720 | Na | e7i6 | 15584 | 22789 | 34,263 | 40059 | 78624
NOTES:

(1) Hand Levers are not recommended for use with Class 150 and 300 valves larger than 6".
Hand Levers are not recommended for use with Class 600 Valves.
(3) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 13



FLOWSEAL:

METAL SEAT - WAFER - CS BODY
CLASS 150

METAL SEAT - CLASS 150 (1) - WAFER STYLE (W) - CARBON STEEL BODY (1)
316 SSINITRIDED DISC(7), 17-4 PH SHAFT(1), INCONEL METAL SEAT(M), TFE PACKING(T), GLASS | TFE BEARINGS(G)

AT(M), GRAPHITE PACKING(G), BRONZE BEARINGS(B)

s e cked el i
| i7imeBB | NONE [ Sotto7so | 1087 | 1087 | 1087 | 1354 |

171MGB-B

NOTES:

(1) Hand Levers are not recommended for use with Metal Seat valves.

(2) Class 300 Metal Seat valves with 316 SS shafts are rated to 300 psi max. differential pressure.
Inconel shaft material is required for shutoff pressures exceeding 300 psi.

(3) Metal Seat Valves provide Class IV shutoff.

(4) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95)

PAGE 14



FLOWSEAL:

METAL SEAT - WAFER - CS BODY
CLASS 300

METAL SEAT - CLASS 300 (3) - WAFER STYLE (W) - CARBON STEEL BODY (1)

316 SS/NITRIDED DISC(7), 17-4 PH SHAFT(1), INCONEL METAL SEAT(M), TFE PACKING(T), GLASS / TFE BEARINGS(G)

171MTG-B

. -

" 171MGB-B

i .. : T . pree— W
_____172MGS3 1.559_] 1,559

| 75110800

NOTES:

(1) Hand Levers are not recommended for use with Metal Seat valves.

(2) Class 300 Metal Seat valves with 316 SS shafts are rated to 300 psi max. differential pressure.
Inconel shaft material is required for shutoff pressures exceeding 300 psi.

(3) Metal Seat Valves provide Class IV shutoff.

(4) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 15



FLOWSEAL:

METAL SEAT - LUG - CS BODY
CLASS 150

METAL SEAT - CLASS 150 (1) - LUG STYLE (L) - CARBON STEEL BODY (1)
316 SSINITRIDED DISC(7), 17-4 PH SHAFT(1), INCONEL METAL SE . TF GLAS E BEARINGSI(G)

NC / PACKING(G), BRONZE BEARINGS(B)
| sottorso | 1451 | 1451 | 4451 | 4732 | 2739 ] 2730 ] 3606 |

6 950 67

561 79

NOTES:

(1) Hand Levers are not recommended for use with Metal Seat valves.

(2) Class 300 Metal Seat valves with 316 SS shafts are rated to 300 psi max. differential pressure.
Inconel shaft material is required for shutoff pressures exceeding 300 psi.

(3) Metal Seat Valves provide Class IV shutoff.

(4) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 16



FLOWSEAL:

METAL SEAT - LUG - CS BODY
CLASS 300

METAL SEAT - CLASS 300 (3) - LUG STYLE (L) - CARBON STEEL BODY (1)
316 SS/NITRIDED DISC(7), 17-4 PH SHAFT(1), INCONEL METAL SEAT(M), TFE PACKING(T), GLASS / TFE BEARINGS(G)

7.194 2, 749

BEARINGS(S)

172MGS-B

NOTES:

(1) Hand Levers are not recommended for use with Metal Seat valves.

(2) Class 300 Metal Seat valves with 316 SS shafts are rated to 300 psi max. differential pressure.
Inconel shaft material is required for shutoff pressures exceeding 300 psi.

(3) Metal Seat Valves provide Class IV shutoff.

(4) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 17



FLOWSEAL:

METAL SEAT - WAFER - S§S BODY
CLASS 150

METAL SEAT - CLASS 150 (1) - WAFER STYLE (W) - 316 SS BODY (2)
316 SSINITRIDED DISC(7), 17-4 PH SHAFT(1), INCONEL METAL SEAT(M), TFE PACKING(T), GLASS/ TFE BEARINGS(G)

[ NONE(®) | (12010500 | 1320 | 1320 | 1320 | 1733 | 2475 | 2475 | 3709 ]

88 3,947 99

272MGS B | NONE | 75110800 | 1338 | 1338 |

212MGS-B NE | y 6038 748 12816

272MGS-3

NOTES:

(1) Hand Levers are not recommended for use with Metal Seat valves.

(2) Class 300 Metal Seat valves with 316 SS shafts are rated to 300 psi max. differential pressure.
Inconel shaft material is required for shutoff pressures exceeding 300 psi.

(3) Metal Seat Valves provide Class IV shutoff.

(4) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 18



FLOWSEAL:

METAL SEAT - WAFER - CS BODY
CLASS 300

METAL SEAT - CLASS 300 (3) - WAFER STYLE (W) - 316 SS BODY (2)
316 SS/NITRIDED DISC(7), 17-4 PH SHAFT(1), INCONEL METAL SEAT(M), TFE PACKING(T), GLASS / TFE BEARINGS(G)

' ]

28,650

ARINGS(S)

NOTES:

(1) Hand Levers are not recommended for use with Metal Seat valves.

(2) Class 300 Metal Seat valves with 316 SS shafts are rated to 300 psi max. differential pressure.
Inconel shaft material is required for shutoff pressures exceeding 300 psi.

(3) Metal Seat Valves provide Class IV shutoff.

(4) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 19



FLOWSEAL:

METAL SEAT - LUG - SS BODY
CLASS 150

METAL SEAT - CLASS 150 (1) - LUG STYLE (L) - 316 SS BODY (2)
316 SS/NITRIDED DISC(7), 17-4 PH SHAFT(1), INCONEL METAL SEAT(M), TFE PACKING(T), GLASS / TFE BEARINGS(G)

[ arwrs | NoNE@) | ()201o500] 1906 | 1906 | 106 | 2341 | ser | aer7 | 5180

271MTG-B

- T
271MTG-3

271MTG-3 GEAR(3) | (-)20to 500

316 SS/NITRIDED DISC(7), 17-4 PH SHAFT(1), INCONEL MET.

5 S
[ 2rmesB | NONE_ [ sotto7s0 | 1908 | 1906 | 106 | 2341 | 3877 | 3877 | 5.180 |

2?1GB- :

272MGS-3 ~ GEAR | 75110800 7.959 0,74, 15182 | 17921 | 22590 30,135 43,868

NOTES:

(1) Hand Levers are not recommended for use with Metal Seat valves.

(2) Class 300 Metal Seat valves with 316 SS shafts are rated to 300 psi max. differential pressure.
Inconel shaft material is required for shutoff pressures exceeding 300 psi.

(3) Metal Seat Valves provide Class IV shutoff.

(4) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 20



FLOWSEAL:

METAL SEAT - LUG - SS BODY
CLASS 300

METAL SEAT - CLASS 300 (3) - LUG STYLE (L) - 316 SS BODY (2)
316 SSINITRIDED DISC(7), 17-4 PH SHAFT(1), INCONEL METAL SEAT(M), TFE PACKING(T), GLASS / TFE BEARINGS(G)

— S BEARINGS(S)

s

272MGS-3

NOTES:

(1) Hand Levers are not recommended for use with Metal Seat valves.

(2) Class 300 Metal Seat valves with 316 SS shafts are rated to 300 psi max. differential pressure.
Inconel shaft material is required for shutoff pressures exceeding 300 psi.

(3) Metal Seat Valves provide Class |V shutoff.

(4) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 21



FLOWSEAL:

STEAM SERVICE TO 100 PSIG
SOFT SEAT - CLASS 150 WAFER

REINFORCED SOFT SEAT - CLASS 150 (1) - WAFER STYLE (W) - CARBON STEEL BODY (1)
 RTFE SEAT-STEAM(O), PTFE PACKING(T) GLASS BACKED PTFE BEARINGS(G)

REINFORCED SOFT SEAT - CLASS 150 (1) - WAFER STYLE (W) - 316 SS BODY (2)
316 SS DiSC(2), 17-4 PH SHAFT(1), RTFE SEAT-STEAM(O), PTFE PACKING(T), GLASS BACKED PTFE BEARINGS(G)

NOTES:
/(1) Soft Seat valves fitted with RTFE seat and AFLAS 'O'-Rings are suitable for Saturated Steam applications
upto 100 psig (327 degs. F) and will provide bubble-tight shutoff.
(2) Hand Levers are not recommended for use with Class 150 Soft Seat Valves larger than 8" size.
(3) See Pages 24 & 25 for Optional Adders.

PRICES EFFECTIVE: APRIL 1ST. 2001
(SUPERSEDES: 8-1-95) PAGE 22



FLOWSEAL:

STEAM SERVICE TO 100 PSIG
SOFT SEAT - CLASS 150 LUG

REINFORCED SOFT SEAT - CLASS 150 (1) - LUG STYLE (L) - CARBON STEEL BODY (1)

316 SS DISC(2), 17-4 PH SHAFT(1), RTFE SEAT-STEAM(O), PTFE PACKING(T), GLASS BACKED PTFE BEARINGS(G)

e SO

1210RTG-3

REINFORCED SOFT SEAT - CLASS 150 (1) - LUG STYLE (L) - 316 SS BODY (2)
GLASS BACKED PTFE BEARINGS(G)

(1) Soft Seat valves fitted with RTFE seat and AFLAS 'O'-Rings are suitable for Saturated Steam applications

upto 100 psig (327 degs. F) and will provide bubble-tight shutoff.
(2) Hand Levers are not recommended for use with Class 150 Soft Seat Valves larger than 8" size.
(3) See Pages 24 & 25 for Optional Adders.
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FLOWSEAL:

OPTIONAL ADDERS

“DISC (6)

316 SS (2) 6 6 8 E 19 27 33 46 59
SHAFT (7)
Nitronic 50 SS (0) 507 507 540 553 667 727 773 840 1,073
| SEAT (8) | RTFE (R) 67 | 5 | 8 | 114 | 131 I 148 [ 18 | 195 | 215 |

| PACKING (9)

BEARINGS (10)

CLASS 150 500 500 500 733 733 733 1,200 1,200 1,633

BI-DIRECT DES (D)

| NACETRIM(N) | to Standard MR0175 | 33 | 3 | 51 | s | 125 | 125 [ 164 | 288 | 202

PAINT-EXTERIOR (X|__

High Temp. Gearbox for 300#

403 403 403 403 403 403 403 477 853
(X) (see Note 2.)

ACTUATORS (11)

Gearbox Memory Stop (L) 413 413 413 413 413 413 413 413 413

NOTES:
1. Prices apply to Class 150 - 600 valves, except where indicated otherwise.
2. Prices include standard epoxy coating procedure, MSP-16-1 - and SS packing
gland components.
3. For >200 degs. F ambient - includes bronze thrust bearings, high temp. grease and seals and metal indicator
4. Prices are for the double flange type locking feature.
5. Prices are for the complete buried service gear actuator
6. Letter and Numbers in parenthesis relate to the Figure Number System described on the back cover of the Price List.
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FLOWSEAL:

OPTIONAL ADDERS

DISC (6)

316 SS (2) 78 99 124 154 201 254 340 462 632

SHAFT (7)
Nitronic 50 SS (0) 1,233 1,880 2,153 3,320 3,980 7,080 15,281 20,301 26,508
l SEAT (8) | RTFE (R) | 7263 | 303 | 319 ] 356 | 303 | 400 | 534 | 608
PACKING (9)
Live-Load (X) 535 604 604 604 888 2,378 2,378 3,334 4,334

BEARINGS (10

Class 150 1,633 1,800 1,900 2,300 2,300 2,800 N/A N/A N/A

BI-DIRECT DES (D)

| NACETRIM(N) | to Standard MR0175 [ 2667 | 2905 | 319 | 3666 | 5583 | o162 | 9587 | 10458 | 11330 |

(PAINT-EXTERIOR (X}

Lever (Infinite Control) (1) NIA N/A N/A N/A N/A N/A N/A N/A N/A

High Temp. Gearbox for 300#

945 1,447 3,094 3,004 POA POA POA POA POA
(X) (see Note 2.)

ACTUATORS (11)

Gearbox Memory Stop (L) 133 133 133 344 415 616 695 695 800

NOTES:
1. Prices apply to Class 150 - 600 valves, except where indicated otherwise.
2. Prices include standard epoxy coating procedure, MSP-16-1 - and SS packing
gland components.
3. For >200 degs. F ambient - includes bronze thrust bearings, high temp. grease and seals and metal indicator
4. Prices are for the double flange type locking feature.
5. Prices are for the complete buried service gear actuator
6. Letter and Numbers in parenthesis relate to the Figure Number System described on the back cover of the Price List.
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FLOWSEAL:

Chainwheel

ACCESSORIES - CHAINWHEELS

Includes Cast lron Sprocket Rim, Malleable Iron Guide Arm, Safety Hub and Clamps for attachment to rim
of handwheel. Chainwheel Model #2 fits 8" handwheels; Model #2 1/2 fits 12" handwheels;

Mode! #3 1/2 fits 18" handwheels; Model #4 1/2 fits 24" handwheels; Model #5 fits 30" handwheels.

Class 150 - Soft Seat

Vaive Size 2" to 10" 12" to 16" 18" to 20" 24" to 36"

Chainwheel Number #2 #21/2 #31/2 #4 1/2

Part Number 19600-0011 19600-0012 19600-0014 19600-0015

List Price 266 356 615 1,183

Class 150 - Fire-Flow Seat

Valve Size 2" to 8" 10" to 14" 16" to 30" 36"

Chainwheel Number #2 #21/2 #41/2 #5

Part Number 19600-0011 19600-0012 19600-0015 19600-0016

List Price 266 356 1,183 1,384

Class 150 - Metal Seat :
Valve Size 2" to 8" 10" to 12" 14" to 18" 20" 24" to 36"
Chainwheel Number #2 #2112 #31/2 #5 : #41/2
Part Number 19600-0011 19600-0012 19600-0015 19600-0016 19600-0015
List Price 266 356 1,183 1,384 1,183
Class 300 - Soft Seat

Valve Size 2"to 8" 10" to 12" 14" to 16" 18" 20" to 30"
Chainwheel Number #2 #21/2 #41/2 #31/2 #5
Part Number 19600-0011 19600-0012 19600-0015 19600-0014 19600-0016
List Price 266 356 1,183 615 1,384
Class 300 - Fire-Flow Seat or Metal Seat

Valve Size 2" to 6" 8" 10" 12" to 20" 24" to 30"
Chainwheel Number #2 #21/2 #31/2 #4 1/2 #5
Part Number 19600-0011 19600-0012 19600-0014 19600-0015 19600-0016
List Price 266 356 615 1,183 1,384
Class 600 - Price on Application

Chain

Chainwheel Number _ #2 f2 1/2 #31/2 #41/2 #5
Chain Part Number 19700-0002 19700-0001 19700-0001 19700-0003 19700-0003
List Price (Per Foot) 3.96 4.57 4.57 5.48 5.48
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